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STEEL GATE VALVE
B ¥ RiER Standards

W IR REEAPBOD | 15010434 ) . APIBD; F
W A MAPI BOG, AP1BOO, 5N IRAP 802
SRR, API598, APIE00 or APTED

RS, ASME BIEE | lorNPE<24, ASME B16.47 BEH.
AP 805, ASME B18.47 ABE, MES SP-44 [lorNPE=24]
MM, ASME B16.25

EEAE: ASMESIE11

EREE: ASMEB16.10

BESE: ASMEBIE 24

I Wi ik it Design of Disc

NPS = BRI NPS < 2'RiE M.,

Gate Valvae with MPS 3 D are of wadga Baxble gate;
Gabe vales wilh NPS < 2 are of wedge soikd gals,

B S8 5 EL Gasket of Cover Flange

Class 1S0MERATARNERE& BN, Class300M
AERNFREFNCTENESY; Cloasss00M BT HFARE
A TR W R A Clas e @00 8 TR M &,
R M Claos 500 - Claas2 500N MR A AR EH SR,

B 8B Actuation

—HERTRASNEIES SRS EE, THE
RFRERARRNDETREED,

Hand whas| or gear box ks usually used for gate valve
eotuation. Chaln whes| and sleciic actunior can be also used
far gate valve actuation @ baing raquasisd by (ha cusiome s,

B A€ EH Packing Seal

ERAASRETREIRANMEYN, TARAATRE
BPTFERAHAREEY, ANSHRESRNREES
EhZum, TURENFSHAERIESREES SN
00 A L T TR RO T
BEAFTRHES,

Dasign and Manuiscture: Cast stesl gate valve o AP
600150 10434 | or AP1 B0; Cast stalnloss sined gate valve
to AP 803 or APIB00; Forped stoal gete valve to AP B0,
Inspaction and Test AP1 588, AP| 800 or AP1 60,

End flangs dimansion: ASME B16.5 | for NPS=24] ;
ABME B18.4T soriaa B, APl 806 or ASME B16 4T aofag A,
MSS SP-44d { lar MPS > 24.] .

BAV and dirmansion: ASME B18.25.

Sackal-wald dimansion ASME B18.11.

Faca (o 1acs @nd and b endASME B16.10.

Pressura—tsmparaiuee atinga ASME 518,34,

W R kR0 M R RS 2 Body and Bonnet Connection

Class 180~ ClassS005 M &8 M & Class1500-
Clases 25005 B & E LA,

T body and bonnat of Ciassiso - ClagsBi0 gals valves
Are sualy connecied with sieds and nuts. And the body snd
baonnat of Glass 1500 ~ Class2 S0 gate vaives & ugually of
pressurized saal design.

Carbon atesl or stainless gissl + Baxible praphie combined
(esiat |8 isead bor Class| 50 gaie vake; Sainieas soel + Nexible
graphite wounded gasket |8 used tor Glase 300 pais valwae;
Htalrdass sies! + fiaxibie graphiie wounded gasket |g used or
Class800 gate valbva and ring join gasket is also optional for
Class800 gata valve; Ring Joint gaskat is ussd for Class S00
gate vakvacPrassurizod seal design s weed lor Class1500 -
Class B0 gota valva,

I S I A i R
Eslleville Spring Loaded Packing Impacting System

MRESER, AR NSRS RS A
WEHR AR RTRE.

Il baing requested by tha oustomar, the Ballaville sprng
Inatied packing impaciing sysiem &an be adapiedior erhanzing
i durahiiey snd fellabiity of Bhe packing esal,

Molded fiexible graphits |s usad for packing matarial,
PTFE or combined packing matenal can ba aleo used if
baing reguestad by tha customer. Tha Intemal surfaca of
the stuffing box, of which area s contacted with thapaciking,
is of axcolland finish (Rad3.2um). The stem surface,
contacting with the packing, should be rolled and pressed
aftar being preoisaly machined, so s to rench io the high
finish and compactnass (Rad.d i m) and ensise the milabe
fightnesn of fhe stem ama,

01






























